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Coast Guard, DOT § 170.200

or is provided with, the approved re-
sults of a stability test of a sister ves-
sel.

(d) The stability test of a vessel may
be dispensed with if the Coast Guard
determines that an accurate estimate
of the vessel’s lightweight characteris-
tics can be made and that locating the
precise position of the vessel’s vertical
center of gravity is not necessary to in-
sure that the vessel has adequate sta-
bility in all probable loading condi-
tions.

§ 170.180 Plans and information re-
quired at the stability test.

The owner of a vessel must provide
the following Coast Guard approved
plans and information to the author-
ized Coast Guard representative at the
time of the stability test:

(a) Lines.
(b) Curves of form.
(c) Capacity plans showing capacities

and vertical and longitudinal centers of
gravity of stowage spaces and tanks.

(d) Tank sounding tables.
(e) Draft mark locations.
(f) General arrangement plan of

decks, holds, and inner bottoms.
(g) Inboard and outboard profiles.
(h) The stability test procedure de-

scribed in § 170.185(g).

§ 170.185 Stability test preparations.

The following preparations must be
made before conducting a stability
test:

(a) The vessel must be as complete as
practicable at the time of the test.

(b) Each tank must be empty and
dry, except that a tank may be par-
tially filled or full if the Commanding
Officer, Marine Safety Center deter-
mines that empty and dry tanks are
impracticable and that the effect of
filling or partial filling on the location
of the center of gravity and on the dis-
placement can be accurately deter-
mined.

(c) All dunnage, tools, and other
items extraneous to the vessel must be
removed.

(d) The water depth at the mooring
site must provide ample clearance
against grounding.

(e) Each mooring line must be ar-
ranged so that it dmes not interfere

with the inclination of the unit during
the test.

(f) The draft and axis of rotation se-
lected for testing a mobile offshore
drilling unit must be those that result
in acceptable accuracy in calculating
the center of gravity and displacement
of the unit.

(g) The stability test procedure re-
quired by § 170.085 must include the fol-
lowing:

(1) Identification of the vessel to be
tested.

(2) Date and location of the test.
(3) Inclining weight data.
(4) Pendulum locations and lengths.
(5) Approximate draft and trim of the

vessel.
(6) Condition of each tank.
(7) Estimated items to be installed,

removed, or relocated after the test, in-
cluding the weight and location of each
item.

(8) Schedule of events.
(9) Person or persons responsible for

conducting the test.

[CGD 79–023, 48 FR 51010, Nov. 4, 1983, as
amended by CGD 88–070, 53 FR 34537, Sept. 7,
1988]

§ 170.190 Stability test procedure
modifications.

The authorized Coast Guard rep-
resentative present at a stability test
may allow a deviation from the re-
quirements of §§ 170.180 and 170.185 if
the representative determines that the
deviation would not decrease the accu-
racy of the test results.

§ 170.200 Estimated lightweight verti-
cal center of gravity.

(a) Each tank vessel that does not
carry a material listed in either Table
1 of part 153 or Table 4 of part 154 of
this chapter may comply with this sec-
tion in lieu of § 170.175 if it—

(1) Is 150 gross tons or greater;
(2) Is of ordinary proportions and

form;
(3) Has a flush weather deck, one or

more longitudinal bulkheads, and no
independent tanks; and

(4) Is designed not to carry cargo
above the freeboard deck.

(b) When doing the calculations re-
quired by §§ 170.170 and 172.065, the ver-
tical center of gravity of a tank vessel
in the lightweight condition must be
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